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SG 33 CX

Code of Product Series 

Code Of power level

Photovoltaic grid-connected inverter 
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Rise the to-ground electromotive force 
at the negative pole of the PV array
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最大输入电流 Max. Input Current

型号 Model

序列号 S/N

SG33CX

直流输入DC-Input

DC 1100 V

交流输出AC-Output

最大输入电压 Max. Input Voltage

最大MPP电压 Max. MPP Voltage

最小MPP电压 Min. MPP Voltage

额定输出功率 Rated Output Power

工作电压范围 Operating Voltage Range

额定输出频率 Rated Output Frequency

最大输出电流 Max. Output Current

安全等级 Safety Class

防护等级 Enclosure

工作温度范围 Ambient Temperature

过压等级 Overvoltage Category

最大短路电流 Isc PV

阳 光 电 源 股 份 有 限 公 司
SUNGROW POWER SUPPLY CO., LTD.

www.sungrowpower.com 中国制造 Made in China

功率因数范围 Power Factor Range

光伏并网逆变器

最大视在功率 Max.Apparent  Power

DC 200 V

DC 1000 V

DC 3*26 A

DC 3*40 A

312  to  528 Vac

50/60 Hz

 AC 55.2 A

33 kW

0.8 Leading...0.8 Lagging

Ⅰ

 Ⅲ[AC], Ⅱ[DC]

IP66

-30℃ ... +60℃

36.3 kVA

GRID-CONNECTED PV INVERTER

额定输出电压 Rated Output Voltage 3/N/PE AC 400/230 V
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Inverter  (x1) Mounting-bracket (x1)
a

AC junction box

DC connector sets
b Two-hole sealing block for 

communication terminal (x2) M10 fastening screw sets (x4)

Screwsc Documents
d
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IP66



 

 

 

Max.： +60°C Min.：  -30°C
Max. RH: 100% 

(non-condensing)

 

 

 

Confined space

 

 

Made of non-inflammable materials

Max. load bearing capacity ≥ 4 

times of inverter weightKG
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Aluminium cable

 Aluminium adapter 
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Outer 
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Wire sequence:

Pin 1: White-and-orange         Pin 

2: Orange 

Pin 3: White-and-green          Pin 

4: Blue 

Pin 5: White-and-blue        

Pin 6: Green

Pin 7: White-and-brown    

Pin 8: Brown

1----8

Pin 3 and Pin 6 are for 

communication connection

1 2 3 4 5 6 7 8

RS485+ A RS485- B 
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iSolarCloud

 

iSolarCloud

Running information

More

Home

History record
Events

Power generation

Faults and alarms

Parameter setting System parameter

Password change
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Set according to local standards
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SG33CX

PID recovery 3
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Specifications are subject to changes without advance notice. 

Sungrow Power Supply Co., Ltd.
Add: No.1699 Xiyou Rd.,New & High Technology Industrial Development Zone, 230088,Hefei, P. R. China.
Post Zip: 230088
Web: www.sungrowpower.com
E-mail: info@sungrow.cn

Tel: +86 551 6532 7834/6532 7845
Fax: +86 551 6532 7856


